
Maximum weight - 47 lbs

Maximum effective projected area - 1.38 sq. ft.

*drawing depicting base model no finial.
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GranVille II LED

Classic Utility

 GVD               60        4K         AS         M           B               3           N          S           G        PCS

TRIM

N = NO TRIM

OPTICS

3 = IES TYPE III

      DISTRIBUTION

HOUSING COLOR

B = BLACK

COLOR

U = NO TRIM AND CLEAR OR

       NO FINIAL

FINIAL

C = CLEAR

HOUSING

GVD = GRANVILLE

CLASSIC UTILITY

SOURCE & WATTAGE

BALLAST (LED DRIVER)

60 = 60 W (315mA)

WATTAGE PER LIGHTING

ENGINEER'S DESIGN.

VOLTAGE

AS = AUTO-SENSING

VOLTAGE

(120 THRU 277 V)

HOUSING

M = MODERN STYLE

       SWING OPEN DESIGN

COLOR TEMPERATURE

3K = 3000 K CCT

OPTION

PCS = DTL TWISTLOCK PHOTOCONTROL FOR SOLID STATE
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SINGLE FIXTURE LIGHT STANDARD

AutoCAD SHX Text
CL=Columbia						POST     POST     S=Cast Iron & Steel  				MATERIAL  MATERIAL  13=12'-10"						HEIGHT HEIGHT FTB=Fluted Tapered (Steel), .1196 Wall	SHAFT STYLE SHAFT STYLE 17=17" Round (TMP-82) 			BASE BASE P07=3"O.D.X3"LG.					TENON TENON ABG=Anchor Bolts Galvanized Steel		MOUNTING MOUNTING BK=Black							FINISHFINISH

AutoCAD SHX Text
CLC_S 17"      3/4"Hot Dip Galvanized L-type Anchor Bolts (4 per Post)
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